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Shipping Specifications         

 

 

 

Cable Drums 

Item Description Item Number Qty Wgt. (kg) Wgt. (lbs)

Quantity/ 

Carton Wgt. (kg) Wgt. (lbs)

Cartons/ 

Pallet

Quantity/     

Pallet Wgt. (kg) Wgt. (lbs)

Standard Lift 400-8 Drum (8’ door height) 400-8 pair 0.42 0.9 100 42 92 32 3200 1384 3045

RH 0.21 0.5 100 22 48 32 3200 692 1522

LH 0.21 0.5 100 22 48 32 3200 692 1522

Standard Lift 400-13 Drum (13’ door height) 400-13 pair 0.83 1.8 60 52 113 30 1800 1527 3359

RH 0.41 0.9 60 26 57 30 1800 763 1679

LH 0.41 0.9 60 26 57 30 1800 763 1679

Standard Lift 525-18 Drum (18’ door height) 525-18 pair 1.63 3.6 30 51 112 32 960 1603 3526

RH 0.81 1.8 30 25 56 32 960 801 1763

LH 0.81 1.8 30 25 56 32 960 801 1763

Standard Lift 800-32 Drum (32’ door height) 800-32 pair 6.72 14.8 4 29 64 60 240 1653 3637

RH 3.36 7.4 4 14 32 60 240 827 1819

LH 3.36 7.4 4 14 32 60 240 827 1819

High Lift 400-54 Drum (10’3’’ door height) 400-54 pair 0.98 2.1 60 61 133 24 1440 1445 3180

RH 0.49 1.1 60 30 67 24 1440 723 1590

LH 0.49 1.1 60 30 67 24 1440 723 1590

High Lift 525-54 Drum (15’3’’ door height) 525-54 pair 2.11 4.6 30 65 143 24 720 1556 3424

RH 1.05 2.3 30 33 72 24 720 778 1712

LH 1.05 2.3 30 33 72 24 720 778 1712

High Lift 575-120 Drum (12’ 1’’ door height) 575-120 pair 2.64 5.8 20 55 121 24 480 1308 2878

RH 1.32 2.9 20 27 60 24 480 654 1439

LH 1.32 2.9 20 27 60 24 480 654 1439

High Lift 638-164 Drum (19’ 6’’ door height) 638-164 pair 6.89 15.2 4 30 65 24 96 702 1544

RH 3.45 7.6 4 15 33 24 96 351 772

LH 3.45 7.6 4 15 33 24 96 351 772

Vertical Lift 143-11 Drum (11’ door height) 143-11 pair 1.83 4.0 30 57 125 30 900 1691 3719

RH 0.92 2.0 30 29 63 30 900 845 1860

LH 0.92 2.0 30 29 63 30 900 845 1860

Vertical Lift 237-18 Drum (18’ door height) 1100-18 pair 3.38 7.4 4 16 34 48 192 689 1516

RH 1.69 3.7 4 8 17 48 192 344 758

LH 1.69 3.7 4 8 17 48 192 344 758

Vertical Lift 348-28 Drum (28’ door height) 348-28 pair 8.70 19.1 2 19 43 24 48 458 1007

RH 4.35 9.6 2 10 21 24 48 229 503

LH 4.35 9.6 2 10 21 24 48 229 503


